This template is provided for use only on the job for which it was requested. Trimco reserves the right to make design changes without notice. Trimco will not be responsible for errors or damage caused by the use of out-of-date templates.

PART NUMBER | DIM A | DIM B
--- | --- | ---
1214 | 1.13” | 1.75”
1214H | 1.56” | 2.25”
1214CK | 1.56” | 2.25”

HARDWARE SUPPLIED:
1214 AND 1214H: QUANTITY THREE (3) 8-32 X 1 OVAL HEAD, PHILLIPS DRIVE MACHINE SCREWS THREE (3) 8-32 X 1-1/4 OVAL HEAD, PHILLIPS DRIVE SHEET METAL SCREW, THREE (3) #8 X 7/8 PLASTIC WOOD SCREW BANTAMS AND THREE (3) #8-32 LEAD ANCHORS

1214CK: QUANTITY THREE (3) 8-32 X 1 TORX DRIVE MACHINE SCREWS. ALSO SUPPLIED WITH TWO (2) #14 X 3/4 ESCUTCHEON PINS INSERTED THROUGH THE HOUSING INTO THE BUMPER TO ELIMINATE THE POSSIBILITY OF THE BUMPER THREADING OUT.

NOTE: This template is provided for use only on the job for which it was requested. Trimco reserves the right to make design changes without notice. Trimco will not be responsible for errors or damage caused by the use of out-of-date templates.