INSTALLATION INSTRUCTIONS:

1. REMOVE BACK PLATE (ITEM 1 ABOVE) BY UNSCREWING IT FROM THE BODY.

2. DRILL HOLE FOR PLASTIC BANTAM (SUPPLIED) WHEN LOCATION FOR BUMPER IS IDENTIFIED. USE A Ø1/4 INCH DRILL BIT. INSERT BANTAM.

3. MOUNT BACK PLATE LOOSELY AND MARK SPOT FOR NAIL (SHOULD BE 1/4 INCH OVER FROM CENTER HOLE). REMOVE BACK PLATE.

4. DRILL HOLE FOR NAIL USING 3/32 INCH DRILL BIT.

5. REINSTALL BACK PLATE WITH SCREW (#6 X 1/2" FH PH WS) - SECURE TIGHTLY, INSERT AND DRIVE NAIL (#16 X 5/8" PIN) INTO BACK PLATE HOLE DRILLED FOR NAIL.

6. SCREW BODY OVER BACK PLATE - MAKE SURE BUMPER IS INSERTED INTO BODY PRIOR TO INSTALLATION.

NOTE: This template is provided for use only on the job for which it was requested. Trimco reserves the right to make design changes without notice. Trimco will not be responsible for errors or damage caused by the use of out-of-date templates.